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MODEL RP-100-300 II RP-330-L RP-700

Method Direct Thermal Direct Thermal Direct Thermal

Paper Loading Scenario Top Top Top and Front

Speed 300mm/sec 200mm/sec 250mm/sec

Width 80mm(576-512Dots/Line) 72mm(512Dots/Line) 80mm

Resolution 203DPI x 203DPI 180DPI x 180DPI 203DPI x 203DPI

Type Thermal Paper Thermal Paper Thermal Paper

Width 64mm~72mm 50mm~82.5mm 57.5mm~82.5mm

Thickness 0.06mm~0.08mm 0.06mm~0.09mm 0.06mm~0.1mm

Roll Diameter Max. 80mm Max. 80mm Max. 83mm

Roll Core Inner 12mm ± 0.5mm 12mm 12.5mm

Memory RAM : 256K RAM : 8MB, Flash : 16MB RAM : 2MB, Flash : 4MB

TPH Life 150km 160Km 150km

MCBF 60,000,000 Lines 60,000,000 Lines 70,000,000 Lines

Auto cutter 1,000,000 cuts  1,500,000 cuts 2,000,000 cuts

Sensor
Paper End, Cover Open, 

Paper Cut

Standard: Paper End, Cover Open, 
                Paper Near End

Option: Black Mark Sensor

Paper End, Cover Open, 
Black Mark, Paper Near End

Interface USB+Serial+Ethernet
RP-330-L

Cash draw + USB + Serial + Ethernet
* USB+Serial+Ethernet

* USB+BT („Mfi “ certifi ed)

Emulation ESC/POS Command Compatible  ESC/POS Command Compatible ESC/POS Command Compatible

Driver
Window Printer Driver(8.1, 7, 

XP Pro with SP3 or later), 
Linux Ubuntu, OPOS

Window Printer Driver, 
Linux, OPOS, JavaPOS

Window, MAC
LinuxCUPS, OPOS, JavaPOS

Power

AC 110~220Vac 50/60 Hz  100 ~ 240VAC 50/60 Hz 100~240Vac 50/60 Hz

DC 24Vdc / 2.5A  DC 24V ± 10% / 1.75A 24Vdc / 2.5A

Temperature
Operation 5°C ~ 45°C
Storage -10 °C ~50°C

Operation   5°C ~ 40°C
Storage   -20 °C ~60°C

Operation 5°C ~ 45°C
Storage -40 °C ~60°C

Dimension (LxWxH)mm 180 x 139 x 128 198 x 152 x 151 127 x 127 x 134

Weight 1.25kg 1.7kg 1kg

Color Black / White (MOQ) Black Black / White

MODEL FT-460 5E-415

Construction All steel All steel

Rail – Roller Suspension

Media Slot 1 2

Cash Till
5 confi gurable bill compartments

8 Coin
5 confi gurable bill compartments

8 Coin

Lock 3 positions 3 positions

Micro Switch Yes Yes

Cable Length 0.8m 0.8m

Interface RJ11 RJ11

Solenoid 24V 24V

Dimension (WxDxH)mm 460 x 170 x 103 410 x 415 x 110

Weight 4.8kg 6.8kg

Lockable Lid Option Option



MODEL MT-500L
(1D Scanner)

TS-100 TS-210 TS-500 TS-160 TS-260 TS-1000

Dimensions (W x D x H)mm 27.6 x 46.2 x 26.8 67 x 82 x 168 62.8 x 90 x 153 95 x 157 x 93 70 x 90.2 x 180

Weight 20.5g 168 w/o cable 132g w/o cable 298,5 w/o cable 222g 225g 755g w/o cable

Input Voltage DC 3.7 ± 5% DC + 5V ± 0.25V DC + 5V ± 0.25V 5V DC ± 0.25V DC + 5V ± 0.25V DC + 5V ± 0.25V 5V DC ± 0.25V

Interface  USB HID /  USB VCP / BT HID RS-232, USB HID/virt. COM, PS/2 RS-232, USB HID/virt. COM RS232, USB HID/virt. COM, PS/2 "430.0 ~ 431.9 MHz , 433.3 ~ 434.7 MHz with adaptive frequency hopping RS232, USB HID/virt. COM, PS/2

Temperature
Operation: 0 ~ 55˚C

Storage: -20 ~ 60˚C

Operation: 0 ~ 55˚C

Storage: -40 ~ 60˚C

Operation: -10 ~ 50˚C

Storage: -20 ~ 60˚C

Operation: -22 ~ 55˚C

Storage: -20 ~ 75˚C

Operation: 0 ~ 50˚C

Storage: -40 ~ 60˚C

Operation: -0 ~ 50˚C

Storage: -40 ~ 70˚C

Drop Resistance 1.5M Multiple 4m drops to concrete Multiple 2m drops to concrete Multiple 1.5m drops to concrete Multiple 1.5m drops to concrete Multiple 1.5m drops to concrete

IP-Class IP42 IP52 IP52 IP52 IP51

Barcode Types All major 1D and GS1 DataBar All major 1D and GS1 DataBar All major 1D, GS1 DataBar, 2D, DPM all major 1D, GS1 DataBar, 2D All major 1D and GS1 DataBar All major 1D, GS1 DataBar, 2D, DPM all major 1D, GS1 DataBar, 2D

Scan Rate 400 Scans/Sec 200 scans/sec. 1280 x 800 pixel

horizontal: 64°, vertical 44°

± 50°, ± 60°, ± 360° (skew, pitch, 

roll)

200 scans/sec. 1280 x 800 pixel
1280 x 1024 pixel area image

60 frames/sec.

Reading Indicator Beeper, LED Beeper, LED Beeper, LED Beeper, LED Beeper, LED Beeper, LED

Scanning Angle
Pitch: -30 to 30°C, Skew: 20 to 

20°C

± 60°, ± 65°, ± 42° (skew, pitch, 

roll)
±70°, ±75°, 360° (skew, pitch, roll)

horizontal: 64°, vertical 44°

± 50°, ± 60°, ± 360° (skew, pitch, 

roll)

± 60°, ± 65°, ± 42° (Skew, Pitch, Roll) ± 75°, ± 75°, ± 360° (Skew, Pitch, Roll) ± 70°, ± 60°, ± 360° (skew, pitch, roll)

Depth of Field

4 mil 45-70 mm

5 mil  40-95 mm

10 mil          40-170 mm

13 mil         50-210 mm

15mil           55-255 mm

5 mil 40-110mm

10 mil  10-280mm

13 mil 15-315mm

16 mil 25-385mm

35 mil 145-630mm

4 mil Code39 (9 chars) 30-90mm

5 mil Code39 (3 chars) 20-120mm

13 mil UPC (6 chars) 0-280mm

20 mil Code39 (3 chars) 15-430mm

6.7 mil PDF417 (20 chars) 15-120mm

10 mil QR (20 chars) 0-165mm

10 mil DM (20 chars) 0-165mm

20 mil QR (20 chars) 0-340mm

4 mil Code 39 15-55mm

3 mil UPC   0-180mm

20 mil Code 39 0-280mm

6.7 mil PDF 417 15-70mm

10 mil QR 10-40mm

20 mil QR 0-140mm

3 mil Code39 (3 chars) 20-70mm

5 mil Code39 (3 chars) 0-120mm

10 mil Code39 (3 chars) 0-280mm

13 mil UPC-E (6 chars) 0-350mm

20 mil Code39 (3 chars) 25-480mm

30 mil Code39 (2 chars) 15-650mm

4 mil Code39 (9 chars) 55-106mm

5 mil Code39 (3 chars) 43-141mm

10 mil Code39 (6 chars) 0-310mm

13 mil UPC (3 chars) 0-335mm

20 mil Code39 (1 char) 8-480mm

6.7 mil PDF417 (20 chars) 37-145mm

10 mil QR (20 chars) 0-168mm

20 mil QR (20 chars) 0-345mm

4 mil Code 39 (9 chars) 35-70mm

5 mil Code 39 (3 chars) 25-80mm

10 mil Code 39 (3 chars) 0-120mm

13 mil UPC (6 chars) 0-140mm

15 mil Code 39 (1 char) 0-145mm

20 mil Code 39 (1 char) 0-210mm

6.7 mil PDF 417 (20 chars) 20-95mm

10 mil QR (20 chars) 10-100mm

10 mil DM (20 chars) 10-100mm

20 mil QR (20 chars) 0-150mm

Ligtht Source
Aiming 650nm visible red Laser + 

Visible White LED

645 - 660nm ± 10 visible laser 

diode

Illumination : 5000 K , white LED Aiming: 

525 nm peak wavelength, green LED
– 650nm visible laser diode – –

Cable Micro(M) to USB A(M) Cable, 1.5M
2m straight, RJ45, fi eld repla-

ceable
2m straight, RJ45, fi eld replaceable

2m straight, RJ45 connector, fi eld 

replaceable
– 2m straight, RJ45 connector

Accessories Cable, Strap Stand Stand – Cradle Stand

Color Black Black Black / Gray Gray Black / Gray Black

Battery
3.7 VDC,  3.7V, 200mAh, Li-Poly-

mer Battery
– – – Rechargeable Lithium-ion battery 2600mAh –

Charge Time – – – – 6 hours –

Working Time 6000 scans – – – 36 hours 70 hours –

Options –
USB, PS/2, RS-232 interface 

selectable
RS-232 cable with 5V adaptor, stand

USB, PS/2, RS-232 interface 

selectable
– USB, PS/2, RS-232 interface selectable



MODEL CD7220 CD-703A DP-101A CD-101C DP-151B PM-156A

LCD Display
"Vacuum Flourescent Display

(20 Columns x 2 Lines)"
7" TFT Panel 10.1" TFT Panel 10.1" TFT Panel 15" TFT Panel 15.6" TFT Panel

Max. Resolution - 800 x 480 1280 x 800 1024 x 600 1024 x 768 1366 x 768

Touch Screen - Projected Capacitive Touch (optional) Projected Capacitive Touch (optional) Projected Capacitive Touch (optional) Projected Capacitive Touch (optional) Projected Capacitive Touch (optional)

Contrast Ratio - 500:1 500:1 500:1 600:1 500:1

Temperature
Operation: 0 ~ 40˚C

Storage: -10 ~ 60˚C

Operation: -20 ~ 70˚C

Storage: -30 ~ 80˚C

Operation: 0 ~ 50˚C

Storage: -20 ~ 55˚C

Operation: 0 ~ 40˚C

Storage: -20 ~ 60˚C

Operation: 0 ~ 42˚C

Storage: -25 ~ 70˚C

Operation: 0 ~ 50˚C

Storage: -20 ~ 55˚C

Brightness 400 nits 250 nits 200 nits 220 nits 250 nits 220 nits

Interface USB USB USB JST connector for internal 4 PIN USB port VGA USB

VESA - 75 x 75 100 x 100 75 x 75
"75 x 75

100 x 100"
75 x 75

Power Supply External adaptor, 12V 1A USB 5V 12V 2A DC 5V 1A DC 12V 2.5A DC External adaptor 12V 2A

Viewing Angle - L/R:70°~ 70° ; U/D:60°~ 70° L/R:70°~ 70° ; U/D:75°~ 70° L/R: 70° / 70°, U/D: 60 °/ 70 ° L/R:75°~ 75° ; U/D:70°~ 60° L/R:45°~ 45° ; U/D:20°~ 40°

Dimension (WxDxH)mm  Head: 230 x 40 x 80mm Head: 181.5 x 119.5 x 26.5 mm Head: 254 x 21 x 179 mm 253 x 25 x 163mm 366 x 219.5 x 334.5mm 391 x 15 (21) x 240 mm

Option
Dual Side Display,

Color Black or White, RS-232 interface

Long Pole Stand

Short Stand

Long Pole Stand

Zig Zag Stand
10-point PCAP Touch (USB)

10-point PCAP Touch (USB)

Programmable MSR

Multi-port stand

Zig-Zag stand

PCAP Touch (USB)

Zig Zag Stand

Pole solutions

CD-101C

10.1" TFT Panel

1024 x 600

Projected Capacitive Touch (optional)

500:1

Operation: 0 ~ 40˚C

Storage: -20 ~ 60˚C

220 nits

JST connector for internal 4 PIN USB port 

75 x 75

5V 1A DC

L/R: 70° / 70°, U/D: 60 °/ 70 °

253 x 25 x 163mm

10-point PCAP Touch (USB)



Spain
Partner Tech Iberia S.L.
Polo Sur 19, 28850,
Torrojón de Ardoz-Madrid, Spain
Tel: +34 913 120 632
Fax: +34 913 129 157
comercial@partner-tech.eu

Slovenia
Partner Tech Adria, Sloga Team d.o.o
Blatnica 10, 1236 Trzin,
Slovenia
Tel: +38 6 156 625-19
Fax: +38 6 156 625-14
prodaja@partner-tech.eu

Headquarter
Partner Tech Europe GmbH
Beim Umspannwerk 10
22844 Norderstedt, Germany
Tel: +49 (0)40 450 635-0
Fax: +49 (0)40 450 635-2000
info@partner-tech.eu

PARTNER TECH COMPANY

As a member of QISDA Group, Partner Tech Europe is the leading deve-
loper and producer of POS Solutions, POS Peripherals and Mobile Solu-
tions. With their European headquarter based in Hamburg, Partner Tech 
has been operating since 1990, spreading their innovative technology 
worldwide. With their comprehensive variety of tools, from mobile orde-
ring systems to compact all-in-one systems, the company is becoming an 
Intelligent Store Partner in today’s globalizing world.

In cooperation with QISDA Group, Partner Tech Europe has extended 
their product range with cutting-edge technology, such as Digital Signa-
ge, In-Store Media, Process Optimization, Convenience Store Systems, 
aiming to be the best-practice provider for customers in retail, hospitali-
ty, and specialist stores.


